


Water Options

WL270 Features

•Choice of Reverse Osmosis or Carbon
Filtration to fit local water conditions.

• Ultraviolet technology reduces bacterial
growth.

• Large water storage capacity for a constant
supply of fresh water on demand.

• Gravity-fed storage tank providing additional
stored water for the Reverse Osmosis
system.

• Drip tray drainage for convenience.

Technical Features

Type available	 Tower

Dimensions 15.5” (W) x 46” (H) x 14.5” (D)

Dispense area height 9.0”

Weight Tower: 60 LBS

Recommended filtration Reverse Osmosis 
or 1 x Carbon Block (CBC)  

Additional features Three stage water level control
Leak detection

Capacity Header tank: 
11 liters	

Cold tank: 
4 liters

Hot tank: 
1.5 liters

Compressor 110v / 60Hz compressor

Water temperatures Cold: 41° F 
Hot: 178° F

Tested and Certified

Cold water

Hot water

Waterlogic International Limited reserves the right, in order to 
reflect continuous research and development, to amend or change 
specifications without prior notice.  Waterlogic and the Waterlogic 
logo are registered trademarks in countries where the Group 
operates. Waterlogic International Limited is licensed to use BioCote, 
and BioCote logo which are registered trademarks of BioCote Ltd.

    Speak to a Water Expert
See business card for local distributor or visit 

www.waterlogiccanada.com

Tel 1.800.277.2249

Ambient water
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